
If anyone CAN - we CAN!

Asphalt repair and Bitumen
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Legend
  = Standard (samples available)
  = Standard RID/ADR certificate for solid substances
  = Standard UN dangerous goods certificates (dangerous goods packaging, send samples  
  for UN dangerous items without certificates) 
  = Special sizes, samples and minimum quantities on request
1  = Stock items also available with a two-layer coating on the inside for watery filling goods
        = Stock items (grey) also in smaller quantities available

The benefits of pails, hobbocks und tear-open packaging 
„made by Pirlo” at a glance:

Pails and Hobbocks
• Suitable for hot and cold filling
• Optionally with handle or side drop handles 
 for easy handling
• High stability in construction traffic
• For all cold repair compounds
• Granulate filling for repair compounds
• For bituminous primer with high density and   
 bituminous filler compounds
• 100% recyclable 

Tear-open packaging
• Suitable for hot filling
• Seamed twice laterally for easy tearing 
• Simple press-in lid with snap-in function for easy opening
• No additional handles
• 100% recyclable 

Our experts will be happy to help you with any questions you may have pertaining 
repair asphalt and bitumen. Special sizes are possible on request.

Standard sizes

Pails

Nominal 
capacity

in l

Dimension
D1 / D2 / H  

in mm

Quantity
per pallet

Without  
certification

Dangerous goods 
certification

Outside white Inside varnished
Minimum 
amount

10 217/230/291 150/330     5.000

11 217/230/325 330     5.000

12 217/230/345 240     5.000

Hobbocks

Nominal 
capacity

in l

Dimension
D1 / D2 / H  

in mm

Quantity
per pallet

Without  
certification

Dangerous 
goods Flex 
certificaion

R/A  
certification

Dangerous 
goods  

certification

Clamping 
ring

Minimum 
amount

13 265/280/270 154   yes 5.000

15 265/280/320 140  1  yes 5.000

20 265/280/390 140/198  1  yes 3.000

20 290/307/350 145    yes 3.000

25 290/307/420 145    yes 3.000

23 310/328/340 174 1 3.000

25 310/328/370 174  1  yes 3.000

27 310/328/390 174  1  yes 3.000

30 310/328/425 174  1  yes 3.000
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Deckelausführungen

Steckdeckel
Gummidichtung für Sicherungsring oder Metallspannverschluss

Übergreifdeckel
Gummidichtung, Metallspannverschluss RID/ADR-, UN- geprüft 

ohne Zulassung

Tear-open packaging

Nominal capacity
in l

Dimension
D1 / D2 / H  

in mm

Quantity
per pallet

Minimum amount

10 217/230/280 450 3.000

30 308/328/400 162 3.000


